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Transport Infrastructure Act 1994 
Gladstone Ports Corporation 

 
Port Notice 05/17 

Category 1 Buoy Moorings 
 

1. Unpowered vessels with a length over all (LOA) of up to 45 metres and powered vessels with a 
LOA of up to 50 metres may be moored in the Gladstone Marina subject to availability. 

 
2. All other vessels engaged in marine construction activities and not suitable for berthing in the 

Gladstone Marina will be required to be moored in the designated Category 1 buoy mooring 
area. Refer to the map on page 2. 

 
3. The Category 1 buoy mooring area is defined as the area situated between: 

 
• 23° 45'.0 S - 151°9'.8 E 
• 23° 45'.0 S - 151°10'.0 E 
• 23° 46'.4 S - 151°10'.4 E 
• 23° 46'.4 S - 151°10'.1 E 

 
4. All vessels requiring a mooring in the Category 1 buoy mooring area must provide a minimum 

of 12 weeks notice to Gladstone Ports Corporation’s Marina office.  
 
These Gladstone Ports Corporation – LNG Vessel Operating Parameters are also subject to the 
Gladstone Port Procedures and powers of the Regional Harbour Master under the Transport 
Operations (Marine Safety) Act 1994. 
 
The provisions of Port Notice 04/10 Gladstone Ports Corporation – LNG Vessel Operating Parameters, 
dated 05/05/2010 are hereby revoked. 
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Peter O’Sullivan             23 February 2017 
Chief Executive Officer          


